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SECTI ON 10106R

RECESSED DI SPLAY CASES
03/ 02
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NOTE: This guide specification covers the
requirenents for display cases that are located in
the | obby of the Training Building. The di splay case
is used to display nenentos and awards given to the
units occupying the building. This guide
specification is to be used in the preparation of
proj ect specifications. Contact the Louisville
District with revisions that are needed to this
speci fication.

RST-10106 is a Louisville District Arny Reserve
Support Team (RST) gui de specification

kK k ok ok ok ok kK Kk ok kok ok kK ok k ko k kK ok k ko ok kK ok ko k kK K ok k ok ok ok kK Kk k ok ko  k k ko kK K Kk
PART 1 GENERAL
1.1 REFERENCES
AVERI CAN HARDBOARD ASSOCI ATI ON ( AHA)
AHA Al135.4 Basi ¢ Har dboar d.
AMERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS (ASTM
ASTM B209 Al um num Al | oy Sheet and Pl ate

ASTM B221 Al um num Al | oy Extruded Bars, Rods, Wre,
Shapes, and Tubes.

ASTM C36 Gypsum Wl | boar d.
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NATI ONAL PARTI CLEBOARD ASSOCI ATI ON ( NPA)

NPA A208. 1 Mat Formed Wbod Parti cl eboard.
PLYWOOD SOCI ETY (PS)

PS 1 Construction and I ndustrial Plywood.

1.2 SUBM TTALS
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NOTE: Subnmittals nust be limted to those necessary
for adequate quality control. The inportance of an
itemin the project should be one of the prinary
factors in determning if a submittal for the item
shoul d be required.

I ndicate submittal classification in the blank space
followi ng the nane of the itemrequiring the
submittal by using "G' when the submittal requires

Governnent approval. Subnittals not classified as
"G'" will show on the submittal register as
"Information Only". For subnmittals requiring

Gover nnent approval, a code of up to three
characters should be used following the "G
designation to indicate the approving authority;
codes of "RE" for Resident Engineer approval, "ED'
for Engi neering approval, and "AE" for
Archi t ect - Engi neer approval are recomended.
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CGovernment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for infornmation only. Wen
used, a designation following the "G' designation identifies the office
that will review the submittal for the Governnent. The follow ng shall be
subm tted in accordance with Section 01330 SUBM TTAL PROCEDURES:
SD- 02 Shop Drawi ngs
Di splay Case; FIO
Indicate wall el evations, dinensions, and joint |ocations.
SD- 03 Product Data
Di spl ay Cases, See Section 09915 COLOR SCHEDULE; FIO
Di spl ay Case Manuf. Product submitted as an "or equal"; G[__ ].
Provi de product literature on recessed display cases.

1.3 FI ELD MEASUREMENTS

Verify that field neasurenents are as indicated on shop draw ngs.
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1.4  WARRANTY
I ncl ude coverage of fabric surface fromdiscoloration due to fading.
1.5 DELI VERY, STORAGE AND PROTECTI ON

Transport, handle, store and protect products. Protect finishes on case
from ot her Work.

PART 2 PRODUCTS
2.1 MATERI ALS
2.1.1 Pl ywood:

APA Structural |, Gade CD birch species with alumnumfront and trim
Conformto ASTM B209 with a wal nut grain finish.

2.2  ACCESSORI ES
2.2.1 Adhesives:
Type used by manufacturer.
2.2.2 Cl eaning Instruction Plate:

Provide instructions for cleaning on a netal plate fastened to inside face
of al um num frane.

2.3 FABRI CATI ON - RECESSED DI SPLAY CASES
2.3.1 Recessed case
No. 394VWB with aluminumfront with satin anodi zed finish and a desi gner
fabric back panel. Both units shall have 4.76mm tenpered gl ass sliding
doors with finger pulls, locks and keys, shelf brackets, shelf standard and
t hree 300nm wi de adj ustabl e 4. 76nm t enpered gl ass shel ves.
2.3.2 Required itens:
Wbod box of 469mmin depth. Exposed wood shall be stained |ight oak
2.3.3 G ass
Al'l glass shall be tenpered.
2.3.4 Back Panel
For fabric color see special item schedule.

2.3.5 Trim

Trimshall be satin anodi zed al um num
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2.4 FI NI SH
The recessed display case trim shelves and fabric/ color shall be in
accordance with Section 09915 COLOR SCHEDULE

PART 3 EXECUTI ON

3.1 EXAM NATI ON

Verify that internal wall blocking is ready to receive display case and
posi tioning dinensions are as indicated on shop draw ngs.

3.2 | NSTALLATI ON

Install recessed display case, in accordance with nanufacturer's
i nstructions.

Est abl i sh bottom of perineter frane above finished floor by indications on
dr awi ngs.

Secure units |evel and plunb.
3.3 CLEAN NG

Cl ean recessed di splay case exposed surfaces in accordance with
manuf acturer's instructions.

---End of Section---

-- End of Section --
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